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Sed advances Auto Exposure Detection by 
enabling larger area detection to improve 
efficiency and convenience for radiology 
professionals.

a-Si based TFT technology enhances 
image quality with constant & reliable 
image acquisition.

High Portability with

Slim Design & Light Weight

Advanced technology and optimal material 
selection enhance portability by reducing the 
size and weight of the product.

Large Active Area for Image
Product provides large X-ray image which 
maximize the area of anatomical view with 
minimal number of X-ray shots.
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Digital Upgrade

Specifications

Clear Vision ExamVue 1717BC

Pixel Resolution 3072 x 3072

X-ray Generator Intreface
Line Trigger : Trigger Mode

Auto Trigger : Smart AED Mode

Sensor Type a-Si With PIN diode

Scintillator Gadolinium Oxysulfide

Active Pixel Area 430.08 x 430.08

Pixel pitch 140 µm

Limited Spatial Resolution 3.0 lp/mm or more

AD Converter 16 bit

Grayscale 65,536 LSB

Maximum Dose

Image Preview Time

Image Cycle

80 µGy

10 sec

Less than 3 sec

Interface

X-ray Voltage Range 40 ~ 150 kVp

Gigabit Ethernet (1000BASE-T)

Operation Environment

Power DC 12V, 6A

Component Control Box

Weight Approx. 5kg15 ~ 35°C, 30 ~ 85% RH (non-condensing)

Dimensions

460

460

mm

Multi-task Patient

Imaging and Annotation Tools

(Window level, Zoom, Pan, Crop, Invert, Rotation, Angle, Label, Text)

Powerful User Features

(Image stitching, Image import / export, Image comparison, Multi view,

Image expansion, Full screen, Auto collimation, Reject/Accept)

Smart Window Level

DICOM3.0 Compatibility

Post Image processing mode for each body part

Changeable Skin color

(Green Tea, Strawberry, Mint, Chocolate, Banana, Vanilla)

for Medical & Veterinary
Optimized UI design for Touch screen

15

ISO 4090 Cassette Size
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ExamVue DR Software

for Veterinary

for Medical


