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X-Ray Accessories

with Aluminum Cover

Grid 3000
Fiber - Interspaced Grid for Radiography

Dimension : from 5”x7” to 14”x51”

Line Density : from 60LPI to 300LPI

Ratio : from 3:1 to 18:1

Focal Distance : from short to infinity

Features

JPI fiber grid has made low-dose shot feasible with the excellent X-ray transmission performance.

Moreover, it has strong high durability to changes in temperature and humidity.



JPI Healthcare Co.,Ltd.

608-ho, 28, Digital-ro 33-gil, Guro-gu, 08377 Seoul, Korea

Tel : 82-2-2108-2580(Ext. 500~508)    Fax : 82-2-2108-1180

Web : www.jpi.co.kr

FAS : Fiber Interspacer, Aluminum Cover, Square FAC : Fiber Interspacer, Aluminum Cover, Circular

FCS : Fiber Interspacer, Carbon Cover, Square FCC : Fiber Interspacer, Carbon Cover, Circular

This test was done based on IEC 60627 2001 (2nd),Clause 5.1.4b), 5.2.1, 5.2.3 The international test standard for fiber grids.

Grid 3000 Fiber - Interspaced Grid for Radiography

with Carbon Cover

Circular Grid

Specifications (FCS & FCC)

LineRate(L/Cm) LineRate(L/Inch)

36

41

60

92

103

150

Ratio

8, 10, 12

8, 10, 12,15

10, 13, 15

F.D (Cm)

80 ~ 200

70 178 13, 15, 17

FAS

FAC

FCS

FCC
85 215 13, 15, 17

Grid Type

Physical Characteristics

- 100L/r5 Tp(±10%)

36/8

41/10

60/13

76

77

71

B(±10%)

4.5

4.7

5.7

K(±10%)

3.4

3.6

4.1

S(±10%)

5.9

6.4

8.5

70/13 72 5.1 3.7 6.8

85/15 70 5.4 3.8 7.3


